
 

- FEUERGESCHÜTZT 
- ZEITLOS FORMSTABIL 
- MONTAGE-FREUNDLICHES SCHNAPPFEDER/BAJONETT-

SYSTEM 
- 50-HZ-STABILER ÜBERTRAGER 
- BERÜHRUNGSSICHERE 100-V-ANPASSUNGEN 
- UNVERÄNDERTE LAUTSPRECHER-QUALITÄT (DEL-

180/220F) 
-    LEISTUNGSEINSPARUNG DURCH HOHEN SCHALLDRUCK 
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2-WAY-BASS-REFLEX-CEILING-SPEAKER LOUNGE-200T/250T 

- HIGH-CLASS MUSIC PERFORMANCE 
- SUITABLE FOR BARS, RESTAURANTS, LOUNGES & FOYERS  
- HIGH-END-KOAXIAL-SYSTEM WITH HF-HORN 
- PORTED ENCLOSURE FOR EXTENDED BASS RESPONSE 
- 100-VOLT-TAPPINGS WITH ROTARY POWER SELECTOR 
- METAL BASS-REFLEX-ENCLOSURE AND FRONT-GRILL 
- HIGHLY STABLE ABS-MOUNTING-RING / LOW FLAMMABILITY 
- FALL-ARRESTER & CONNECTING-TERMINAL  
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TECHNICAL DATA:      LOUNGE-200T/30T         LOUNGE-250/60T 

Nominal Power:   30 Watt           60 Watt 
Loudspeaker:   100-mm-KOAX   165-mm-KOAX 
Power-Consumption: 100V-30-20-10W & 8 Ohm          100V-60-30-15-7,5W 
Frqeuncy-Range:  80-20000 Hz           60-22000 Hz 
SPL 1W/1m:  89 dB             90 dB 
SPL NW/1m:  103 dB             106 dB 
Radiation:      140°-1kHz/75°-4KHz 
Ceiling-Cutout:   165 mm    220 mm 
Dimensions:   203 x 182 mm   250 x 200 mm 
Weight:    1,85 Kg       3,9 Kg        
Colour:   white    white 


