
 

- FEUERGESCHÜTZT 
- ZEITLOS FORMSTABIL 
- MONTAGE-FREUNDLICHES SCHNAPPFEDER/BAJONETT-

SYSTEM 
- 50-HZ-STABILER ÜBERTRAGER 
- BERÜHRUNGSSICHERE 100-V-ANPASSUNGEN 
- UNVERÄNDERTE LAUTSPRECHER-QUALITÄT (DEL-

180/220F) 
-    LEISTUNGSEINSPARUNG DURCH HOHEN SCHALLDRUCK 
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100-VOLT / 6 WATT-FULL-METAL-ACOUSTIC-PANEL SW-E21-GM 

- FOAM-RUBBER-ANTI-VIBRATION-STRIPES 
- FIRE-RESISTANT FULL-METAL-VERSION 
- OPTION-1: REAR FIRE-PROTECTION-DOME 
- OPTION-2: FRONT-PROTECTION-GRILL 
- TOUCH-PROTECTED 100-V-QUICK-CONNECTING-CLAMP 
- 50-HZ-STABLE TRANSFORMER 
- OPTIONAL CERAMIC-CLAMP & THERMO-FUSE AVAILABLE 
- MOUNTING DEVICES  USING CHAINS & EYELETS AVAILABLE 
- CUSTOM-COLOURS & CUSTOM-SIZES AVAILABLE 
- DAMP-ROOM-ALU-VERSION AVAILABLE 
- 2-WAY  & 10-20-30 WATT-VERSIONS OBTAINABLE 

TECHNICAL DATA:    SW-E21-GM   

Loudspeaker:    6,5“ / 15W Broadband with Alu-HF-Cone  
Power-Consumption:   100V-6-3-1.5W  
Frequency-Range:    70-18 000 Hz   
SPL 1W/1m:     95 dB   
SPL 6W/1m:    103 dB     
Radiation:    180°    (1,5 kHz)   
Dimensions:    300 x 300 x 88 mm  
Weight:     2,3 Kg  
Colour:     RAL 9005   
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OPTIONAL:	  
	  

	  FIRE-‐PROTECTION-‐DOME	  &	  FRONT-‐PROTECTION-‐GRILL	  
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